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What is an MS4 Permit?

ÅMunicipal Separate Storm Sewer System = MS4

ÅFive-year General permit (1/1/23 thru 12/31/27)

ÅThe MS4 permitting program was created in 2004 and 

is required by both federal and state regulations to 
address water quality and flooding issues in municipal 

stormwater systems. 

ÅThe MS4 Tier A Permit was recently updated with the 

new permit becoming effective on January 1, 2023.



A primary objective of the 
MS4 stormwater program

é shall be to implement best management practices and 

other measures that are designed to reduce the discharge 

of pollutants from the permitteeôs MS4, municipal 

maintenance yards and other ancillary operations to the 

maximum extent practicable pursuant to N.J.A.C. 7:14A-

25.6(a)1 and 40 CFR 122.34(a), to protect water quality, 

and to satisfy the applicable water quality requirements of 

the Clean Water Act.



1. To eliminate the discharge of pollutants into the 

nationôs waters (zero discharge of pollutants by 

1985)

2. To achieve water quality levels that are fishable 

and swimmable by mid-1983

Two Fundamental National 

Goals of the CWA:



Components of NJ MS4 Permit

Stormwater pollution prevention plan

Minimum Standards:

1. Public involvement and participation

2. Local public education and outreach

3. Construction site stormwater runoff standards

4. Construction stormwater management in new 

development and redevelopment

5. Pollution prevention/good housekeeping for municipal 

operators

6. MS4 mapping, stream scouring, and illicit discharge 

detection and elimination program

Watershed improvement plan



Watershed Improvement Plan

ÅDesigned to improve water quality 

problems

ÅFocused on reducing the MS4 

contribution of pollutants to 

waterbodies with listed impairments 

and TMDLs

ÅReducing or eliminating flooding with 

priority given based on human health 

and safety, environmental impacts, and 

frequency of occurrence

ÅPlan shall be developed with input from 

residents, businesses, neighboring 

towns, other dischargers



Total Maximum Daily Loads (TMDLs)

ÅA TMDL is a plan for restoring water bodies that have a water 

quality impairment 

ÅA TMDL identifies the maximum amount of a pollutant 

allowed to enter a water body so that it will meet and 

continue to meet the water quality standard

Å A TMDL identifies both point sources and nonpoint sources of 

pollution. 

ÅPoint sources include wastewater treatment plant discharges 

and stormwater outfalls from residential and other urban land 

uses

Å Non-point sources include runoff from agricultural, forested, 

and barren land uses. 

Å NJDEP has developed a TMDL Look-up Tool which allows 

municipalities to view the TMDLs and associated pollutants 

that are applicable to the watersheds in their community.



Other Water Quality Impairments

ÅIn addition to TMDLs, water body impairments also need 

to be addressed through the Watershed Improvements 

Plan

ÅThe list of impaired waterways in New Jersey (303D 

List) are identified in the NJDEPôs Integrated 

Assessment Report



Three phases of watershed improvement plans

Phase 1 ï Prepare and submit the Watershed Inventory Report; conduct 

outreach (January 1, 2026)

ÅSummarize/map required information, some is available from the 

Departmentôs GIS database

Phase 2 ï Prepare and submit the Watershed Assessment Report; 

conduct outreach (January 1, 2027)

ÅAssess potential projects with estimates of the reduction in pollutant 

loading & funding need

Phase 3 ï Prepare and submit the Watershed Improvement Plan Report; 

conduct outreach (December 1, 2027)

Å Summarize proposed projects with improvement expected, comments 

received, costs, coordination with other regulatory programs, and 

implementation schedule



Watershed Inventory Report
 (Due 1/1/2026)

i. All stormwater outfalls owned/operated by the permittee

ii. The drainage area for each outfall(s)

iii. The receiving waterbodies of those outfalls

iv. The water quality classification of all receiving waterbody 

segments

v. All stormwater interconnections from the municipality into 

another entitiesô storm or sanitary sewer system

vi. The drainage area for each interconnection into another 

entitiesô storm or sanitary sewer system



Watershed Inventory Report (contôd)

vii. All stormwater connection points into the municipality from 

another entitiesô storm sewer system

viii.All storm drain inlets owned/operated by the permittee

ix. Area associated with each TMDL for waters that lie within or 

bordering the municipality

x. Area associated with each water quality impairment for waters 

that lie within or bordering the municipality

xi. Overburdened communities

xii. Impervious areas

xiii.The location and ownership of all

 stormwater outfalls and basins/

 infrastructure not owned/operated 

 by the permittee. 



Watershed Assessment Report 
(Due 1/1/2027)

i. An assessment of potential water quality improvement 

projects by sub-watershed and parameter

ii. An estimate of the percent reduction in loading of the 

TMDL/impaired parameters due to project(s)

iii. A summary of feedback from public information sessions

iv. An estimate of funding needs for each project, and 

identification of potential funding sources, including the New 

Jersey Water Bank (NJWB); the formation of an SWU, using 

319 grants, FEMA BRIC grants

v. An estimate of an implementation schedule.



Final Watershed Improvement Plan 
(Due 12/1/2027)

i. A summary of proposed locations and load reductions of water 

quality improvement projects, both public and private, to be 

implemented

ii. A summary of the public comments received, and the changes 

made to the Final Plan

iii. A summary of how the projects will be coordinated with other 

regulatory requirements, such as: 

Å flood protection

Å endangered habitat/species

Å surface & ground drinking water protection 

Å climate change/resiliency

Å green infrastructure/stormwater management requirements

Å wildlife corridors 

Å green acres



Final Watershed Improvement Plan 
(contôd)

Å environmental justice

Å Combined Sewer Overflow Long Term Control Plans

Å Wetlands

Å riparian buffers

Å forest corridors

Å related ongoing projects

Å Pinelands Commission

Å Highlands Council

Å Delaware River Basin Commission

iv. The proposed implementation schedule for the water quality 

improvement projects

v. A schedule of the public information sessions to be held



Final Watershed Improvement Plan 
(Due 12/1/2027)

vi. A schedule of the public information sessions to be held

vii. Problems identified that are outside the jurisdiction of the permittee, 

if any. These can be related to pollutant loading due to agricultural 

properties, or other lands not under the jurisdiction of the 

municipality, and opportunities to address them 

viii.Costs, broken down by project and year, the funding opportunities 

that will be sought

ix. This plan shall describe how stormwater related problems in 

overburdened communities have been prioritized. 



Green Stormwater Infrastructure

As Stormwater Improvement Projects



Green Infrastructure
éan approach to stormwater 

management that is cost-effective, 

sustainable, and environmentally 

friendly. 

Green Infrastructure projects:

Å capture, 

Å filter, 

Å absorb, and 

Å reuse 

stormwater to maintain or mimic natural 

systems and treat runoff as a resource. 



Green Infrastructure Practices

Parker Urban Greenscapes. 2009. 

Bioretention Systems

ÅRain Gardens

ÅBioswales

ÅStormwater Planters

ÅCurb Extensions

ÅTree Filter Boxes

Permeable Pavements

Rainwater Harvesting

ÅRain Barrels 

ÅCisterns

Dry Wells

Rooftop Systems

ÅGreen Roofs

ÅBlue Roofs



Rain Gardens



Bioswale



Stormwater Planters



Permeable Pavement



Rainwater Harvesting Systems



Dry Wells



Infiltration Trench



Rooftop Practices ï Green Roof



Rooftop Practices ï Blue Roof



Identifying Watershed 
Improvement Projects

20240127 Newark Site Visits



It is all about 
controlling runoff 
from impervious 
surfaces



Connected or Disconnected?



Simple Disconnection



Downspout Disconnection



Runoff Direction

1 acre directly connected 

impervious cover

2 acres pervious 

cover

Total drainage area = 3 acres

For 1.25 inch storm, 3,811 cubic feet of runoff = 28,500 gallons

Stormwater

Inlet

Another Example of Simple Disconnection



1 acre directly connected 

impervious cover

2 acres pervious 

cover

Total drainage area = 3 acres

For 1.25 inch storm, 581 cubic feet of runoff = 4,360 gallons

Runoff

Direction

Stormwater

Inlet



Volume of Runoff

Design 

Storm

Connected

(gallons)

Disconnected

(gallons)

Percent 

Difference

1.25 inches

(water quality 

storm)
28,500 4,360 85%



Disconnect with a rain garden



SITE SELECTION



What are good sites?

ÅSites with impervious surfaces that are directly 
connected

ÅSites with a lawn area that can be converted to accept 
stormwater runoff

ÅSites with highly visibility ς good educational 
opportunities

ÅSites in impaired watersheds

ÅSites on municipal owned land/public land

ÅSites that provide partnership opportunities



We Look Here First:

VSchools

VPlaces of Worship

VLibraries

VMunicipal Building

VPublic Works 

VFirehouses

VPost Offices

VElks or Moose Lodge

VParks/ Recreational Fields

Å20 to 40 sites are entered 

into a PowerPoint

ÅSite visits are conducted



Or you can identify tax exempt 
parcels:

Tax Exempt Property Class Codes for NJ:

Å15A Public School Property

Å15B Other School Property

Å15C Public Property

Å15D Church & Charitable Property

Å15E Cemeteries & Graveyards

Å15F Other Exempt





ID Name Address
Property 

Use
Block Lot

Property 

Owner
Acres

1
Christian 

Meeting Room

1386 Tabor 

Road, Tabor, 

NJ 07878

Church 29 4
Morris Christian, 

Associates, Inc
0.8

2
Mount Tabor 

School

900 Park 

Road, Tabor, 

NJ 07878

School 93 7
Board of 

Education
8.0

3

Mount Tabor 

Volunteer Fire 

Department

909 Tabor 

Road, Morris 

Plains, NJ 

07950

Fire 

Station
168

170.0

1

Mt Tabor Vol Fire 

Dept-Dist 1
1.1

4
Temple Beth 

Am

841 Mountain 

Way, Morris 

Plains, NJ 

07950

Synagog

ue
15 56

Temple Adath 

Shalom
8.1

5

Mount Tabor 

Volunteer Fire 

Department

72 S Powder 

Mill Road, 

Morris Plains, 

NJ 07950

Fire 

Station
15.1 1.1

Board of Fire 

Comm-Dist 1
0.8



Google Maps

ÅGo to Google

ÅType in address

ÅAerial or birds eye view

ÅñSnip Itò (MS Windows Accessory)

ÅInsert into PowerPoint

ÅñCrop Itò 



Auten Road School in Hillsborough, NJ

281 Auten Rd, Hillsborough Township, NJ 08844























The main goal of the watershed 

improvement projects are to improve 

water quality and reduce localized 

flooding but are there opportunities 

to address flooding from extreme 

weather events?



Condition (100-yr Design 
Storm)

24-hour rainfall total (in)

Prior to Jan 1, 2005 7.50

2005 Rainfall Total 8.21

2020 Rainfall Total 8.95

2100 Rainfall Total 12.15

Increases in Rainfall Totals due 
to Climate Change



How can we reduce 100-YR storm flooding?

ÅCapture stormwater and detain it to reduce the peak 
flow of the flooding
ÅTypical detention basin approach

ÅEffective if no backup downstream

ÅCan combine with distributed systems to hold more 
volume

(rivanna-stormwater.org)



How can we reduce 100-YR storm flooding?

ÅHold a retain stormwater as long as possible
- More effective when floodwater backed up downstream

- Digital control system to hold volume and release water 
once flood recedes

Would not work well as passive system due to smaller 
storm event management not draining quick enough

- Difficult to combine with distributed storage systems

(rivanna-stormwater.org)
Add remote controllable valve to hold volume



Where do we target our efforts?

ÅTarget developments with:
- little to no existing stormwater management

- available land to capture and hold large volumes of 
stormwater

- willing participants for buyouts to create land for 
stormwater management

ÅIdentify key flooding hotspots and identify areas 
contributing upstream of those areas

ÅUse right-of-way areas to capture stormwater

ÅIn-line stream storage (complicated design and 
difficult to obtain NJDEP permits)



How can we hold the volume?

ÅSmaller distributed systems
- Individual household rain 

gardens

- Pervious pavement

- Right-of-way stormwater 
planters






